'PERFORMANCE DATA" PRODUCTS LISTING (PDPL)

ID # [X-File #] Product Trade Name / Manufacturer

Product Description and

CATEGORY Contact Reference

A.2 Bonding/Primer Epoxies
Serva-Bond # 1

Manufacturer Suggested Use

Product is a 100% solid, two component modified epoxy

Vendor Certifies Rev.
Compliance With: Date

ASTM C 881, Type I, Grade 3, Class 10/00

98-065 : : omponent me
Capital Services of New York Ziﬁi‘;’,ﬁe,‘,’;ﬂ; ;));):z;nz:g);onstructmn materials such as MetaZeal, Ba C
Terry Eck @ 800 356 6007, NY (New York) '
Local Rep.: None
98-019 CCS Grout Low ViSCOSity Product is a two componen., verylow viscosity epoxy adhesive ASTM C 881, Type IV, Grade 1 10/00
= ChemCo Systems. Inc designed for low temperatur-é application with automatic meter,
John Burs @ ZSO 261 3’790 .CA (Califomia) mix and dispensg.piessuvé injection equipment.
Local Rep.: None
97-153 Spec Bond 50 Epoxy Adh . Product is a 100% solids hi-mod structural epoxy adhesive used ~ ASTM C 881 ,Type LILIV &V, 10/00

Conspec Marketing
Allen Hunter @ 800 348 7351, KS (Kansas}

Local Rep.: Champion Fabricating & Supply Co.

801 566 1211

to bond fresh and hardened concrete to cured concrete, steel to
fresh or hardened concrete, as a grout for anchor bolts, dowels

and rebar.

Grade 1, Class C

97155  Spec Bond 11.\0
Conspec\Marketing
Allen Hulyter (@ 800 348 7351, KS (Kansas)
LocaiRep.: Champion Fabricating and Supply
801 566 1211

Product is 100% solids, hi mod, epoxy adhesive designed to
bond fresh and hardened concrete to cured concrete, steel to

fresh or hardened concrete, as a grout for anchor bolts, dowels

and rebar.

ASTM C 881, Type I & 11, Class C 10/00
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

97-156

97-158

02-040

02-043

02-044

Spec Bond 200

Conspec Marketing

Allen Hunter @ 800 348 7351, KS (Kansas)

Local Rep.: Champion Fabricating and Supply Co.
801 566 1211

Product Description and

Manufacturer Suggested Use

Product is a 100% solids hi mod epoxy gel adhesive for vertical
and overhead bonding applications and repairs.

Vendor Certifies

Compliance With:

ASTM C 881, TypeA &\IVs Grade 3,
Class C

10/00

Spec Bond 201

Conspec Marketing

Allen Hunter @ 800 348 7351, KS (Kansas)

Local Rep.: Champion Fabricating & Supply
801 566 1211

Product is 100% solids, rapid setting, hi-mod epoxy gel
adhesive for vertical and horizontal overheadanding
applications and structural repairs.

ASTM C 881, Type [ & IV, Class C,
Fast Set

10/00

Rescon Gel Anchor LV
Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colorado)
Local Rep.: Forshor
801 487 1656

Produgtds & puripable, two component, 100% solids high
modiplus, moisture tolerant epoxy gel adhesive for anchoring
Jowe's, bolts, rods and reinforcing steel.

ASTM C 881, Type I, II, IV and V,
Grade 3, Class B & C.

7/02

Rexcon Epoxy Bonder ES
Dayton Superior Chemicaik€oip.
Darryl Anderson @ 303 286 207%1,"CO (Colorado)
Local Rep.: Forshor,

801 487 1656

Product is a fast set, 100% solids, two component, high
modulus, moisture tolerant structural epoxy bonding adhesive.

ASTM C 881, Type L II, IV and V,
Grade 2, Class B & C.

8/02

Rescon Epoxy Bonder MV
Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colorado)
Local Rep.: Forshor

801 487 1656

Product is a 100% solids, two component, high modulus,
moisture tolerant structural epoxy bonding adhesive.

ASTM C 881, Type I, I, IV and V,
Grade 2, Class B & C.

8/02
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and Vendor Certifies

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
97-004 Eva Pox Bonder No_ 1 Produ'ct is a'IO() % solid, two component, modified epoxy ASTM C 881, TypeA &\I1,/Grade 2, 10/00
E-Poxy Industries, Inc. adhesive designed for bondmg cured cqncrete to: steel, cured Class B & C
concrete, and other construction materials. Recommended as
@ 518 465 7850, NY (New York) bonding agent for Evazote 380, Evazote 50, Plastazote and Eva
Local Rep.: Intermountain Concrete, Inc. Seal. Grout for cracks, rebar retrofit.
801 486 5311
97.006 Eva Pox Fresh Concrete Bonder No. 2 4 100% solids two component modified epoxy adhgsive Jor ASTM C 881, Type II, Grade 2, 10/00
E-Poxy Industries, Inc. bonding fresh concrete to steel, cured concretgalg Class B & C
@ 800 833 3400, NY (New York)
Local Rep.: Intermountain Concrete, Inc.
801 486 5311
97.013  Eva Pox Cold Cure Bonder No. 41 Produg:(s % ¥00% solid, two component, modified epoxy ASTM C 881, Type II, Grade 2, 10/00
= . adhéyive designed for bonding cured concrete to: steel, cured
E-Poxy Industries, Inc. . X Class A
’ toncrte and construction materials. Recommended as a cold
@ 518 465 7850, NY (New York) wedther bonding agent for Evazote 380, Evazote 50, Plastazote
Local Rep.: Intermountain Concrete, Inc. and Eva Seal. Used for bonding to concrete and/or steel.
801 486 5311
97.143 American 3000 Epoxy Bonger Paste Product is a 100% solids high-mod epoxy gel adhesive used i ASTM C 881, Type I, I, TIL, IV & V, 10/00
EDOCO f:;hai\;imcal and overhead bonding applications and structural Grade 3, Class B & C
Jan Winn @ 310 834 3401, CA (California)
Local Rep.: Pride West
801 9732049
97-144 2042 :njection Grout Hi-Mod Lo Viscosity Product is a 100% solids low viscosity epoxy adhesive used to ASTM C 881, Type I, Grade 1, Class 10/00

EDOCO
Jan Winn @ 310 834 3401, CA (California)
Local Rep.: Pride West

801973 2049

restore cracked structural concrete by the pressure injection
method and to grout cracks in a horizontal plane by gravity.

B&C
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

97-145

93-018

97-122

97-123

99-058

2000C Adhesive Binder
EDOCO
Jan Winn @ 310 834 3401, CA (California)
Local Rep.: Pride West

801 973 2049

Product Description and

Manufacturer Suggested Use

A 100% solids, low mod, low viscosity epoxy adhesive used as a
binder for epoxy mortar systems in patching and grouting
applications.

Vendor Certifies

Compliance With:

ASTM C 881, Typed; 15, 1L, 1V,
Grade 1, Class R & €

10/00

Euco # 452 System

Euclid Chemical Co.

Ron Kubicek @ 916 927 4960, OH (Ohio)

Local Rep.: Apex Building Specialties
801 359 2044

A two-component, high-mod epoxy adhesive. Available &s a low-
viscosity OR medium-viscosity gel consistencyUséd for bonding
together concrete, steel, ceramic or woodgnaveridls.

ASTM C 881 or AASHTO M235,
"Epoxy Resin Adhesives".

6/00

Euco #452 Epoxy System
Euclid Chemical Co.
R.J. Bucheral @ 216 531 9222, OH (Ohio)
Local Rep.: Euclid Chemical Co.

916 781 3434

Produgtds W04 reactive, two component material designed as
a moysturs, insensitive adhesive and binder for fresh concrete
loppiiigs bonded to hardened concrete slabs.

ASTM C 881, Type LILIV &V,
Grade 1, Class B,C, D, E, & F

10/00

Euco #352 Epoxy System
Euclid Chemical Co.
R.J. Bucheral @ 216 531 2222, (H (Ohio)
Local Rep.: Euclid Cliemic?l Co.

916 V813434

Product is a 100% reactive, two component material designed
as a moisture insensitive adhesive and binder available in a low
viscosity formulation.

ASTM C 881, Type LILLIV &V,
Grade 1,Class B,C, D, E, & F

10/00

Five.Star LV Adhesive
Five Star Products, Inc.
Chris Piekos @ 203 336 7900, CT (Connecticut)

Local Rep.: Gene Silvey/Five Star
360 225 6468

Product is a two component, 100% solids structural epoxy
adhesive used in filling cracks up to 1/4 in.

ASTM C 881, Type I & 1V, Grade 1,
ClassB & C

10/00
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

99-059

96-029

96-031

97-075

97-076

Five Star Bonding Adhesive
Five Star Products, Inc.
Chris Piekos @ 203 336 7900, CT (Connecticut)
Local Rep.: Gene Silvey/Five Star

360 225 6468

Product Description and

Manufacturer Suggested Use

Product is a two component, 100% solids structural epoxy
adhesive for bonding fresh concrete to cured concrete and steel.

Vendor Certifies

Compliance With:

ASTM C 881, Typed 15 V& V,
Grade 2, Class R & €

10/00

HSC Epoxy Paste Bonding Agent
Harris Specialty Chemicals Inc.
@ , FL (Florida)
Local Rep.: Harris Specialties Chemicals, Inc.
916 979 7038

Product is a two-component, non-sag epoxy paste adhesiye.
Formulated for vertical and overhead repairssef St/ uctural
concrete.

ASTM C 881, Type 11, Grade 3,
Class B& C

10/00

HSC Epoxy Bonding Agent
Harris Specialty Chemicals Inc.
@, , FL (Florida)
Local Rep.: Harris Specialties Chemicals, Inc.
916 979 7038

A two-gdimponext , 100% solids epoxy bonding agent. Product
will ¥evelgp high early strength and is suitable for applications
(it teniperatures as low as 50F.

ASTM C 881, Type L, I & IV, Grade
2,Class B & C

10/00

Hi-Tech HT-175 SLV

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7260y MO"(Missouri)

Local Rep.: Intermougitain Concrete Specialties
801 #8¢,5315

Product is a solvent free, moisture insensitive, super low
viscosity, high strength, two component general purpose epoxy
resin adhesive.

ASTM C 881, Type I, Il & V, Grade
1,Class B& C

10/00

Hixtech HT-500 LV

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, MO (Missouri)

Local Rep.: Intermountain Concrete Specialties
801 486 5315

Product is a solvent free moisture insensitive, low viscosity, high
strength, two component, general purpose epoxy resin adhesive.

ASTM C 881, Type L IL IV & V,
Grade 1, Class B & C

10/00

Published by: UDOT Research Division,

4501 South 2700 West, Salt Lake City, UT 84114-8410
Log on to www.dot.utah.gov/res

to view and download this listing from the Internet.

'Performance Data' Products Listing (PDPL)
Warning: No UDOT Standard Specification

exists for these products.
Publication date: August 2002



ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

97-077

97-078

97-079

97-080

93-118

Hi-Tech HT-Fluid

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5315

Product Description and

Manufacturer Suggested Use

Product is a solvent-free, moisture insensitive, two component
epoxy adhesive that structurally bonds new concrete to old
concrete.

Vendor Certifies

Compliance With:

ASTM C 881, TypeA & Il-Grade 2,
Class B & C

10/00

High-Tech HT-Struct Gel Fast

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5315

Product is a two component, 100% solids, solvent.free, \noisture
insensitive structural epoxy adhesive.

ASTM C 881, Type I & 1V, Grade 3,
Class B & C

10/00

High-Tech HT-Structural Gel

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801486 5315

Productis Soiueit-free, moisture insensitive, low modulus, two
comprenerit, epoxy binder.

ASTM C 881, Type LILIV &V,
Grade 3, Class B & C

10/00

High-Tech HT-Overlay Binder

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 77605\N (New York)

Local Rep.: Intermougitain Concrete Specialties
801 #8¢,5315

Product is solvent-free, moisture insensitive, low modulus, two
component epoxy binder.

ASTM C 881, Type III, Grade 1,
Class B & C

10/00

Cancressive Standard Paste, LPL
Master Builders, Inc.
@ 800 824 8441, OH (Ohio)
Local Rep.: Master Builders
801393 4619

A two-component epoxy-resin adhesive designed for application
in warm environments where a long working time is needed.
This particular product is "LPL" (long pot life). Ideal for
filling joints and voids in concrete and masonry and bonding
fresh concrete to existing concrete.

ASTM C 881, Type I & 11, Grade 3,
ClassB & C

10/00
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and

Vendor Certifies

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
98-084 Concresive Standard LVI Product is a two component, 100% solid, low viscosity epoxy ASTM C 881 Type L‘Grade 1, Class 1 0/00
- . adhesive. Recommended as a high strength binder for grouts and
Ma.Ster Builders, Inc. . mortars and crack injection as small as 0.002 in. and less than B&C
Chris Ball @ 216 831 5500, OH (Ohio) 1d in.
Local Rep.: Conesco
801 972 8777
98-086 Concresive Liqu id LPL Product 15 a two component, '100% solids liquid &Roxy b ')n.ding ASTM C 881 Type I, Grade 2, 10/00
Master Builders, Inc. a'gent' designed for warm environments orr where igng, work{ng Class B & C
) . time is needed. Bonds fresh concrete to egistiag roncrete; fills
Chris Ball @ 216 831 5500, OH (Ohio) cracks and voids in masonry
Local Rep.: Conesco
801 972 8777
92-171 Powe rg rip Gel A nﬂ{lf qurpose. ﬂigh-visgosity, high—qut epoxy paste adhesive. ASTM C 881-90 or AASHTO 6/00
Powercrete Division of Sto Corporation Usedyor Nrictural bonding, pressure injection of cracks, M235, "Epoxy Resin Adhesives".
Lrouting of bolt holes or other repair applications for concrete
Wally Johnson @ 404 346 0755, GA (Georgia) @i’ mortar substrates.
Local Rep.: For Shor
801 487 1656
92-173 Powerg rip Adhesive A‘two—compone.nt, low—vfs@si}‘y, high-modulus struf’tuifal epoxy ASTM C 881-90 or AASHTO 6/00
Powercrete Division of StéiCorporation b’”‘l’,”' U”l‘.‘!f".’ crack injection (prfl‘“”re or ng”’yfe‘)d)’ M235, "Epoxy Resin Adhesives".
W lly Johnson @ 404 346.6755 VA (Georgja) sealing applications for concrete and mortar substrates.
a Ry
Local Rep.: For Shox
801 487 1656
97-026 R'\‘;QZLV Epoxy Injection Resin Product is a 100% reactive, two component, low viscosity, high ~ ASTM C 881, Types I, I IV & V, 10/00

Richmond Screw Anchor Co.
Craig Adams @ 800 989 2702, CA (California)
Local Rep.: Apex Building Specialties

801 359 2044

strength epoxy adhesive. Used for pressure injection of cracks in
load bearing and non-load bearing structural concrete. Also,
may be used for grouting rebar and for crack sealing.

Grade 1, Class B & C
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ID # [X-File #] Product Trade Name / Manufacturer
CATEGORY Contact Reference

A.2 Bonding/Primer Epoxies
Richmond R-401
Richmond Screw Anchor Co.
Craig Adams @ 800 989 2702, CA (California)
Local Rep.: Apex Building Specialties
801 359 2044

97-027

Product Description and Vendor Certifies Rev.

Manufacturer Suggested Use Compliance With: Date
Product is a 100% reactive, two component, medium viscosity ASTM C 881, Typed/ 1 IV& V, 10/00
high strength epoxy adhesive. Recommended for patching Grade 2. Class R &.€

concrete floors, bridge decks, concrete pavements, and grouting
rebar and bolts.

97-028 R;304 Epoxy Injection Gel.
Richmond Screw Anchor Co.
Craig Adams @ 800 989 2702, CA (California)
Local Rep.: Apex Building Specialties
801 359 2044

Product is a two component, 100% reactive, smogth paste, high ~ ASTM C 881, Types I I, IV & V, 10/00
strength epoxy adhesive. Used for structural pepaif~af cracked Grade 3. Class B & C
concrete by injecting full depth into the crdcked drea. ’

97.312  Richmond R 501 Produgs NN reacive, two componen, moisure ASTM C 881, Type III, Grade 2, 10/00
Richmond Screw Anchor Co. insenyitive, medium viscosity epoxy adhesive. Class B or C
Todd Fraker @ 800 989 2702, TX (Texas)
Local Rep.: Apex Building Specialties
801 359 2044
92-141 Sikadur 35, Hi-Mod LV A two component solvent free moisture insensitive low viscosity ASTM C 881, Type I & II, Grade 1, 9/01
Sika Chemical Corporatiois high strength epoxy resin adhesive. Class B, C.
Scott Issac @ 801 282 544G,V JT(Utah)
Local Rep.: Intermougitain Concrete/Smalley & Co.
801 #8¢,5311
A two-component structural epoxy adhesive. Bonds fiesh, plastic ~ ASTM C 881, Type I, I, IV & V. 9/01

92-147 Sikkadur 32, Hi-Mod
Sika Chemical Corporation
Scott Issac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311

concrete to hardened concrete and steel. Applied after mixing in Grade 2
a 1:1 ratio. Minimum application temperature of 40 degrees '
Fahrenheit.
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

92-148

97-070

99-021

99-032

Product Description and

Vendor Certifies

Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
Sikadur 31 H|-Mod Gel A two-component structural epoxy paste adhesive. Useful for ASTM C 881, TypedA &\I1-Grade 3, 9/01
Sika Chemical Corporation interior, vertical, and overhead repair of concrete as an epoxy Class B. C
Scott I @ 801282 5540 UT (Utah) mortar binder. Easy mix in a 1:2 ratio by volume. T
cott Issac y a

Local Rep.: Intermountain Concrete/Smalley & Co.

801 486 5311
Sikagard 62 Product is a two component, 100% solids, moistuze inséusitive ASTM C 881 10/00
Sika Chemical Corporation epoxy resin. It produces a high-build, protective \dampproofing

and waterproofing vapor barrier system

Mark Tharnish/ Scott Isaac @ 801 282 5440, UT (Utah)
Local Rep.: ICS/Smalley & Co.

801 355 9527
Sikadur 52 Prodyc*f Ls;' Lf.ur component, 1 0()”};‘solid; epoxy adheslive. For  ASTM C 881 10/00
Sika Chemical Corporation graviiy fedd of pressure injection of cracks in structural concrete.
Scott Isaac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & Co.

801486 4311
Sikadur 30 Product is a two component, 100% solids high modulus, high ASTM C 881 10/00
Sika Chemical Corporatiov strength structural epoxy paste adhesive.
Mark Tharnish/ Scott Isaas 1@, 841282 5440, UT (Utah)
Local Rep.: Intermougitain Concrete/Smalley & Co.

801 #8¢,5311
R‘chd Gel Product is a two component, 100% solids, solvent fiee, moisture ~ ASTM C 881, Type I & IV, Grade 3, 10/00

97-303

Sonneborn
Mike McDonald @ 800 433 9517, MN (Minnesota)
Local Rep.: Sonneborn

801 254 2955

insensitive structural epoxy adhesive.

Class B & C
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Product Trade Name / Manufacturer
Contact Reference

ID # [X-File #]
CATEGORY

A.2 Bonding/Primer Epoxies

Product Description and

Manufacturer Suggested Use

Vendor Certifies Rev.
Compliance With: Date

97-307 Ep0fi|/E pOfiI SLV Pr'oduc't is a high Sl‘}je}.‘lgth' Structmjal bonding epoxy used ASTM C 881, Type I V&V, 1 0/00
Sonneborn primarily for crack injection/repair. Grade 1, Class R & €
Mike McDonald @ 360 330 1303, MN (Minnesota)
Local Rep.: Apex Building Specialties
801 359 2044
97-310 Epogel Product is wlvent-j“i’ee, moisture insensitive, low modulis, two ASTM C 881, Type L I IV & V, 10/00
Sonneborn component epoxy binder. Grade 3, Class B & C
Mike McDonald @ 360 303 1303, MN (Minnesota)
Local Rep.: Apex Building Specialties
801 359 2044
95.033 ResCon R303 Epoxy Injection Resin Produgh N component epoxy injecion resin system ASTM C 881, Type I Grade 1 10/00
Svmons Corporation esté.'e'd vo structural rebond cracks, delaminations and holl(m’/
y P planes’in concrete surfaces. Able to penetrate cracks from 5 mils
Todd Fraker @ 303 287 7531, CO (Colorado) 0250 mils in thickness.
Local Rep.: Conesco
307 265 5050
02-013 Tam ms Dural Bond P;Iclodlfct LT a two part,‘ 100% solid.s ?pox)) bonding/gm?ting ASTM C 881, Type I & II, Grade 2, 7/02
Tamms Industries Zteec;uve compound used to bond fresh to hardened concrete and Class B & C
Becky Ziegler @ 800 218 2667, L (Illinois)
Local Rep.: Tamms Yidustries
720 024 8366
02-015 Duraicrete, LV & Gel Product is a two part, 100% solids, moisture insensitive epoxy ASTM C 881-90, Type I & IV, 6/02

Tamms Industries
Becky Ziegler @ 800 218 2667, IL (Illinois)
Local Rep.: Tamms Industries

720 929 8366

resins that are formulated to bond hardened concrete to
hardened concrete.

Grade 1, Class B & C; Type [ & 1V,
Grade 3, Class B & C; Type I, Grade
1,Class B & C.
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

02-017

97-174

01-014

92-127

92-129

Tamms Flexolith, LV & Gel
Tamms Industries
Becky Zieglere @ 800 218 2667, IL (Illinois)
Local Rep.: Tamms Industries

720 929 8366

Product Description and

Manufacturer Suggested Use

Product is a low modulus, low temperature epoxy binder for
aggregate embedded overlay applications.

Vendor Certifies Rev.
Compliance With: Date

ASTM C 881-90, TypeVllGrade 1, 6/02
Class A & B; Type, fllyGrade 3,

Class A &R\Type'1Il, Grade 1,

Class £ %\B

U Itrabond 2200 Product is a two component, 100% solids, high stzengtn ASTM C 881 10/00
. ceramic blend epoxy that is hi-mod and a sloy=auvéstor
U@880?2§?§3r3g;ipg?'1‘atlclo? anchoring or repairing concrete.
, orida

Local Rep.: Utah Fasteners

801 466 6116
Type "I Dot Produgtis & selzent-free, moisture insensitive, Low Modulus, ASTM C 881, Type III, Grade 1, 7/02
Unitex two Gampinent epoxy binder for concrete overlays on bridges Classes B & C

{nd elevated slabs. Also for use in epoxy mortar for patching. '

Jerry Byrne @ 816 231 7700, MO (Missouri)
Local Rep.: Intermountain Concrete Specialtie

801 486 5315
Propoxy 300 Fast f’rodug is a two component, 10()% solids, solvent free, moisture ~ ASTM C 881, Type I & IV, Grade 3, 8/02
Unitex insensitive structural epoxy adhesive. Class B & C
Jerry Byrne @ 816 231 77605\N (New York)
Local Rep.: Intermougitain Concrete Specialties

801 #8¢,5311
P[ vy Foxy 200 Product is a'solvent—free, moisture insensitive, two component ASTM C 881, Type & 11, Grade 2, 8/02
Unitex epoxy adhesive that structurally bonds new concrete to old Class B & C

Gerry Byrne @ 816 231 7700, NY (New York)
Local Rep.: Intermountain Concrete Specialties
801 486 5311

concrete.
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

92-131

92-185

92-301

92-302

99-064

Pro-Poxy 100LV

Unitex

Gerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5311

Product Description and

Manufacturer Suggested Use

Product is a solvent free moisture insensitive, low viscosity, high

strength, two component, general purpose epoxy resin adhesive.

Vendor Certifies

Compliance With:

ASTM C 881, Typed 15 V& V,
Grade 1, Class R & €

8/02

Pro-Poxy 50 Super LV

Unitex

Gerry Byme @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5311

Product is a solvent free, moisture insensitive, supzgr low
viscosity, high strength, two component genergipyipase epoxy
resin adhesive.

ASTM C 881, Type I, Il & V, Grade
1,Class B& C

8/02

Unitex ProPoxy 300

Unitex

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801486 5311

Productis Soiueit-free, moisture insensitive, low modulus, two
comprenerit, epoxy binder.

ASTM C 881, Type LILIV &V,
Grade 3, Class B & C

8/02

Unitex ProPoxy Type lll SC+

Unitex

Jerry Byrne @ 816 231 77605\N (New York)

Local Rep.: Intermougitain Concrete Specialties
801 #8¢,5311

Product is solvent-free, moisture insensitive, low modulus, two
component epoxy binder.

ASTM C 881, Type III, Grade 1,
Class B & C

8/02

ResCon 304
Unitex
Jerry Byrne @ 816 231 7700, NY (New York)
Local Rep.: For Shor
801487 1656

Product is a two component epoxy injection resin system
designed to structurally rebond cracks, delaminations and
hollow planes in concrete surfaces.

ASTM C 881, Type I, Grade 3, Class
A-E

10/00

Published by: UDOT Research Division,

4501 South 2700 West, Salt Lake City, UT 84114-8410
Log on to www.dot.utah.gov/res

to view and download this listing from the Internet.
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
99-069 PrO-Poxy 204 Product is a solvent-fiee, two component epoxy adhesive that ASTM C 881, TypeA,Ti, IV &V, 10/00
Unitex structurally bonds new concrete to old concrete. Grade 2, Class R &.&
Jerry Byrne @ 816 231 7700, NY (New York)
Local Rep.: ICS
801 486 5311
99-162 PrO'Poxy Type 11 DOT Product is solvent free, low modulus, two compopent epoxy ASTM C 881, Type 111, Grade 1, 3/02
binder for concrete overlays on bridges and elevaigd.slabs. Class B & C

Unitex

Jerry Byrne @ 816 231 7700, MO (Missouri)

Local Rep.: Intermountain Concrete Specialties
801486 5315

Published by: UDOT Research Division, 'Performance Data' Products Listing (PDPL)
4501 South 2700 West, Salt Lake City, UT 84114-8410 13 Warning: No UDOT Standard Specification
exists for these products.
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